


Women’s Trouser Specifications 
Flying Cross by Fechheiner Item:  43250 

Fashion Fit 
 

FABRIC:   
Content:  74% Polyester/ 25% Wool /1% Lycra 
Weight:  12 ½ - 13 oz per linear yard 
Weave:  Serge 
Color:  LAPD Navy 
 
STYLE: 
Garment shall be manufactured from an up-to-date women’s pattern for comfort and 
easier sizing.  The trouser styling shall be T-1, plain front, two (2) quarter top front 
packets, and two (2) hip pockets professionally finished with no visible topstitching,  
Work wear industrial style construction is unacceptable and shall be cause for rejection. 
 
LINING MATERIAL: 
The pocketing and fly lining material shall be 70 % Polyester / 30% Cotton, and 2.9 oz 
per square yard (60”width) with a minimum 78 x 48 count.  Pocketing must have a 
durable press finish and the color of the pocketing must be black. 
 
WAISTBAND: 
The trouser will be made with Freedom Fit® waistband system, which is designed to 
provide the wearer with a more comfortable and better fitting trouser.  The waistband 
shall be constructed using the “closed method” and shall measure a minimum of 1 7/8” 
wide when finished.  The waistband closure shall be accomplished with a single crush 
proof hook and eye centered on the waistband for maximum wearer comfort.  The hook 
and eye shall be reinforced with 7/8 –inch non-woven stay tape that is anchored with 
topstitching through and through to the top of the waistband (bartacks in place of 
topstitching shall be cause for rejection).  In addition to the stitching of the waistband 
when it is set onto the trouser, the waistband must also be topstitched under the waistband 
seam going through the waistband curtain for added strength.  There shall be a minimum 
2-1/2 “outlet at the back of the waistband to allow for waist size to be increased.  The 
outlet in the seat is to be in proportion to waist outlet so seat may also be let out.  Seat 
seam must be sewn with a tandem needle machine (double-needle stitch) for maximum 
strength. 
The waistband lining is composed of two elastic components, which give it two-zone 
comfort fit and breathe ability.  The top part of the waistband has two functions.  It 
stabilizes the waistband and prevents waistband rollover and allows for a comfort stretch 
when the wearer bends or sits.  This elastic shall continue around the entire waistband 
and is constructed with an open weave to allow for breath ability.  The specifications for 
the upper elastic are as follows.  
 
Width:  1 ½ “ 
Overall Content 38 % Polyester, 45% Nylon, and 17% Spandex 
Stretch:  20% 
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The upper part for the waistband curtain is to be lined in black (the same color as the 
pocketing fabric) and it shall be cut on a 45-degree bias to allow for maximum stretch.  
The waistband material shall be cut across the piece goods to allow for maximum stretch 
in synergy with the Freedom Fit® Waistband.  The lower part of the waistband shall also 
be black and is designed to stretch over the hips for comfort and helps keep the trouser 
positioned properly on the waist.  This elastic is also woven with an open weave for 
maximum breathe ability.  The lower elastic portion of the band has an area of exposed 
black Neoprene rubber, which acts as a shirt keeper.  The specifications for the lower 
elastic are as follows:  
 
Width:  1 ¾” 
Overall Content:  13% Polyester, 49% Nylon, 16 % Spandex, 22%Rubber 
Stretch:  55% 
 
The three (3) black rubberized strands match the waistband curtain and are designed to 
keep shirts tucked in for a neat appearance (use of silicone strip or strips instead of 
rubberized stands shall be cause for rejection). 
 
BELT LOOPS: 
There shall be a minimum of seven belt loops 3/4 “in width of double thickness.  Each 
loop must have a non-woven interlining for added durability.  All loops (except back 
center) must be sewn into the top and bottom of the waistband (“dropped” belt loops that 
are tacked to the outside of the trouser all around waist shall be cause for rejection).  The 
top of the belt loops (expect back center) shall be sewn into the waistband curtain seam 
with a Rocap machine using a zigzag stitch.  The bottom of the center back loop shall be 
tacked to the trouser and the top of the loop tacked to the outside of the waistband to 
allow for easier waist alteration. 
 
FLY: 
Trouser shall have a brass metal zipper with memory lock brass slider secured by metal 
stopper at base.  There shall be a French Fly tab closure on the inside of the right fly.  The 
tab shall be double ply made of the basic trouser material (tabs made of pocketing 
material or a “grown on” French Fly will be cause for rejection).  The right fly shall be 
lined with the same fabric and color as the pocketing.  The fly lining shall be sewn to the 
left fly continuing below the zipper into the crotch area in a neat and durable manner.  A 
button shall be located on the left fly corresponding with the French Fly tab to provide a 
clean and comfortable closure.  Topstitching of the fly to be installed with automatic “J” 
stitch eliminating puckering and providing a clean finish.  There shall be a firm straight 
bartack extending over fly slightly at the bottom of the fly going through the zipper tape 
for maximum strength.  Bartack shall line up with starting point of “J” stitch. 
 
SEAT: 
Seat must be sewn with at Tandem Needle machine (double-needle stitch) for maximum 
durability. 
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POCKETS: 
The two (2) front pockets will be quarter top style with a minimum opening of 6” and a 
minimum depth of 4” measured from the bottom of the opening.  Front pockets to have 
firm straight bartacks at bottom of pocket openings.  Pockets shall be constructed using 
the stitch, turn, and topstitch method.  Front pocket facings to be made of the basic fabric 
and must measure a minimum of 2-1/2” in width at the top. 
 
The two (2) hip pockets shall have a minimum 5-3/8” wide (bartack to bartack opening 
and a minimum depth of 5-3/4” measured from the bottom of the pocket opening.  Hip 
pockets shall be constructed using the double welt method on n automatic welt machine.  
The welts shall be finished in such a manner that there is no topstitching (topstitched hip 
pockets shall be cause for rejection).  The corners of the hip pockets openings shall have 
straight bartacks for reinforcement (use of triangular bartacks shall be cause for 
rejection).  Hip pocket facings to be made of basic fabric and have a minimum depth of 
¾”.  The left hip pockets shall have a centered tab made of basic cloth inserted into the 
top welt with bartacks at the top and bottom of the tab to form an opening for a button.  A 
button shall be located below the bottom welt corresponding in location with the tab, 
which shall be interlined with non-woven or added durability.  There shall be a dart 
centered above each hip pocket to waistband.  Dart shall be approximately 2-3/4” long 
tapered fro 3/8” at waistband and shall be installed with automatic equipment for a clean 
non-puckered finish. 
 
The watch pocket shall be located on the right front at the waistband.  This pocket shall 
have a minimum opening on 2-5/8” and a minimum depth of 2 7/8”.  The front of the 
pocket shall be made of pocketing fabric and the back of the pocket shall be made of 
basic fabric and the two pieces are securely stitched together.  Each corner of the pocket 
opening shall have firm straight bartacks. 
 
STRIPE: 
There shall be a 1” – 75% Polyester, 25% Wool, black stripe sewn into the outside seam 
of the trousers. 
 
CREASE: 
The leg creases, front and back will have a silicone bead put in by the Lintrak process. 
 
STITCHING, PRESSING AND FINISHING; 
Trouser musts be stitched with matching thread and all stitching to show must be 10-11 
stitches per inch.  Trouser must be neatly pressed on Hothead Presses and properly 
shaped.  Out seams and inseams are edge serge on automatic equipment for uniformity 
and quality and shall be pressed open for a smooth pucker-free finish with repeated 
cleaning and pressing.  Trouser must be cleaned and finished to eliminate loose threads. 
 
STOCK SIZES: 
Trouser must be available from stock in the following sizes. 
 
 Women’s  4-26 
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LABELS: 
Trousers must have a permanent label providing care instructions and small woven label 
indicating waist size.  A removable paper ticker showing the size, fabric content, cut 
number, and WPL or RN number must be on the outside of the waistband.  Ticket to be 
matchbook style installed with plastic staples for easy removal without damaging trouser 
material and showing size when trousers are stacked. 
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Men’s Trouser Specifications 
Flying Cross by Fechheimer Item: 43200 

 
FABRIC: 
 
Content:  74% Polyester, /25% Wool/ 1% Lycra 
Weight:  12 ½ - 13 oz per linear yard 
Weave:  Serge 
Color:  LAPD Navy 
 
STYLE: 
Trouser shall be manufactured from an up-to-date men’s uniform trouser pattern.  The 
trouser styling shall be T-1: plain front two (2) quarter top front pockets, and two (2) hip 
pockets professionally finished with no visible topstitching.  Work wear industrial style 
construction is unacceptable and shall be cause for rejections. 
 
LINING MATERIAL: 
The pocketing and fly lining material shall be 70% Polyester / 30% Cotton, 2.9 oz per 
square yard (60”width) with a minimum 78 X 48 count.  Pocketing must have a durable 
press finish and the color of the pocketing must be black. 
 
WAISTBAND: 
The trouser will be made with Freedom Fit® waistband system, which is designed to 
provide the wearer with a more comfortable and better fitting trouser.  The waistband 
shall be constructed using the “closed method” and shall measure a minimum of 1-7/8” 
wide when finished.  The waistband closure shall be accomplished with a single crush 
proof hook and eye centered on the waistband for minimum wearer comfort.  The hook 
and eye shall be reinforced with 7/8 inch non-woven stay tape that is anchored with 
topstitching through and through to the top of the waistband (bartacks in place of the 
topstitching shall be cause for rejection).  In addition to the stitching of the waistband 
when it is set onto the trouser, the waistband must also be topstitched under the waistband 
seam going through the waistband curtain for assed strength.  There shall be a minimum 
2 – ½ “outlet at the back of the waistband to allow for waist size to be increased.  The 
outlet in the seat is to be in proportion to waist outlet so seat may also be let out.  Seat 
seam must be sewn with a tandem needle machine (double-needle stitch for maximum 
strength. 
 
The waistband lining is composed of two elastic components. Which give it two-zone 
comfort fit and breathe ability.  The top part of the waistband has two functions.  It 
stabilizes the waistband and prevents waistband rollover and allows for a comfort stretch 
when the wearer bends or sits.  This elastic shall continue around the entire waistband 
and is constructed with an open weave to allow for breath ability.  The specification n for 
the upper elastic is as follows: 
Width:  1 ½ “ 
Overall Content:  38%Polyester, 45% nylon, 17% Spandex 
Stretch:  20%  
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The upper part of the waistband is to be lined in black (the same color as the pocketing 
fabric) and it shall be cut on a 45-degree bias to allow for maximum stretch.  The 
waistband material shall be cut across the piece goods to allow for maximum stretch in 
synergy with the Freedom Fit® Waistband.  The lower part of the waistband shall also be 
black and is designed to stretch over the hips for comfort and helps keep the trouser 
positioned properly on the waist.  This elastic is also woven with an open weave for 
maximum breath ability.  The lower elastic portion of the band has an area of exposed 
black Neoprene rubber, which acts as a shirt keeper.  The specifications for the lower 
elastic are as follows: 
 
Width:  1 ¾” 
Overall Content:  13% Polyester, 49% Nylon, 16% Spandex, 22% Rubber 
Stretch:  55% 
 
The three (3) black rubberized strands match the waistband curtain and are designed to 
keep shirts tucked in for neat appearance (use of silicon strip or strips instead of 
rubberized strands shall be cause for rejection). 
 
BELTLOOPS: 
There shall be a minimum of seven belt loops ¾” in width of double thickness.  Each 
loop must have a non-woven interlining for added durability.  All loops (except back 
center) must be sewn into the top and bottom of waistband (“dropped” belt loops that are 
tacked to the outside of the trouser all around waist shall be cause for rejection).  The top 
of the belt loops (except back center) shall be sewn into the waistband curtain seam with 
a Rocap machine using a zigzag stitch.  The bottom of the center back lop shall be tacked 
to the trouser and the op of the loop tacked to the outside of the waistband to allow for 
easer waist alteration. 
 
FLY: 
Trouser shall have a brass metal zipper with memory lock brass slider secured by metal 
stopper at base.  There shall be a French Fly tab closure on the inside of the right fly.  The 
tab shall be double ply made of the basic trouser material (tabs made of pocketing 
material or a “grown on” French Fly will be cause for rejection).  The right fly shall be 
lined with the same fabric and color as the pocketing.  The fly lining shall be sewn to the 
left fly continuing below the zipper into the crotch area in a neat and durable manner.  A 
button shall be located on the left fly corresponding with the French Fly tab to provide a 
clean and comfortable closure.  Topstitching of the fly to be installed with automatic “J” 
stitch eliminating puckering and providing a clean finish.  There shall be a firm straight 
bartack extending over fly slightly at the bottom of the fly going through the zipper tape 
for maximum strength.  Bartack shall line up with starting point of “J” stitch.  
 
SEAT: 
Seat must be sewn with at Tandem Needle machine (double-needle stitch) for maximum 
durability. 
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POCKETS: 
The two (2) front pockets will be quarter top style with a minimum opening of 6” and a 
minimum depth of 5-3/4” measured from the bottom of the opening.  Front pockets to 
have firm straight bartacks at the top and bottom of pocket openings.  Pockets shall be 
constructed using the stitch, turn, and topstitch method.  Front pocket facings to be made 
of the basic fabric and must measure a minimum of 2-1/2” in width at the top. 
 
The two (2) hip pockets shall have a minimum 5-3/8” wide (bartack to bartack) opening 
and a minimum depth of 5-3/4” measured from the bottom of the pocket opening.  Hip 
pockets shall be constructed using the double welt method on an automatic welt machine.  
The welts shall be finished in such a manner that there is no topstitching (topstitched hip 
pockets shall be cause for rejection).  The corners of the hip pockets openings shall have 
straight bartacks for reinforcement (use of triangular bartacks shall be cause for 
rejection).  Hip pocket facings to be made of basic fabric and have a minimum depth of 
¾”.  The left hip pockets shall have a centered tab made of basic cloth inserted into the 
top welt with bartacks at the top and bottom of the tab to form an opening for a button.  A 
button shall be located below the bottom welt corresponding in location with the tab, 
which shall be interlined with non-woven or added durability.  There shall be a dart 
centered above each hip pocket to waistband.  Dart shall be approximately 2-3/4” long 
tapered fro 3/8” at waistband and shall be installed with automatic equipment for a clean 
non-puckered finish. 
 
The watch pocket shall be located on the right front at the waistband.  This pocket shall 
have a minimum opening on 2-5/8” and a minimum depth of 2 7/8”.  The front of the 
pocket shall be made of pocketing fabric and the back of the pocket shall be made of 
basic fabric and the two pieces are securely stitched together.  Each corner of the pocket 
opening shall have firm straight bartacks. 
 
STRIPE: 
There shall be a 1” – 75% Polyester, 25% Wool, black stripe sewn into the outside seam 
of the trousers. 
 
CREASE: 
The leg creases, front and back will have a silicone bead put in by the Lintrak process. 
 
STITCHING, PRESSING AND FINISHING; 
Trouser musts be stitched with matching thread and all stitching to show must be 10-11 
stitches per inch.  Trouser must be neatly pressed on Hothead Presses and properly 
shaped.  Out seams and inseams are edges serged on automatic equipment for uniformity 
and quality and shall be pressed open for a smooth pucker-free finish with repeated 
cleaning and pressing.  Trouser must be cleaned and finished to eliminate loose threads. 
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STOCK SIZES: 
Trouser must be available form stock in the following sizes: 
 Short Rise:    28 – 40 (EVEN ONLY) 
 Regular Rise:    28 – 56 (EVEN ONLY OVER 38) 
 Long Rise:  32-42 (EVEN ONLY) 
 
LABELS: 
Trousers must have a permanent label providing care instructions and small woven label 
indicating waist size.  A removable paper ticker showing the size, fabric content, cut 
number, and WPL or RN number must be on the outside of the waistband.  Ticket to be 
matchbook style installed with plastic staples for easy removal without damaging trouser 
material and showing size when trousers are stacked. 
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Men’s Shirt Specifications – Long Sleeve 
Flying Cross Item – 07W8786 

 
FABRIC CONTENT:  75% Dacron Polyester /25%Worsted Wool conforming to the 
following specifications: 
WEIGHT:  9 -9 .5 oz. /linear yard 
CONSTRUCTION: 50 wrap X 46 filling yarns per sq inch 
TENSILE:  Break strength 75 wrap – 150 filling (lbs) 
COLOR:  LAPD (Navy) Blue 
Style:  Plain front coat style, form fitting, collar attached, long sleeves with barrel cuffs. 
Two pleated breast pockets with scalloped flaps.  Shoulder straps.  Exterior badge holder 
with metal eyelets.  Matching inside yoke and collar band of high luster Poly Twill. 
 
Collar & Stand:  
Style and dimensions as specified on display.  Collar points to measure 3 ¼” long. with 
fused-in Mylar stays.  Collar height at rear 1 ½“.  Topstitched ¼’ off the edge.  Collar 
stand to measure 1 5/16” at rear and band to be die cut and interlined with “Crease N 
Tack” in band.  Collar interlined with #250 Dacron. 
 
FRONT: 
The left front shall have a top center 1 ½ ‘wide with two rows of stitches 7/8” apart.  The 
shirt will have 7 buttons and buttonholes on the front; spacing between each will be 3 ¾” 
except the spacing between the neck button and the first button on the front, which will 
be 3 /4”.  Top center interlined with #250 Dacron.  The fronts shall be joined to the yoke 
so that both raw edges of the yoke are turned under, with the front sandwiched between, 
and then all three are stitched down with a 1/16” raised stitch.  Safety stitch joining 
unacceptable. 
 
Shoulder Straps:  Style and dimensions as specified.  Asymmetrical shape topstitched 
¼” off the edge to be set on yoke with leading topstitches conforming with front joining 
seam.  To measure 2” at sleeve tapering to 1 3/8” and set not more that ½” from folded 
collar.  Cross-stitched approximately 2” from sleeve seam.  Shoulder strap lined with 
#250 Dacron.  Creased and edge stitched shoulder strap constructed unacceptable. 
 
Badge Reinforcements:   
Exterior holder to finish 1 1/8” wide x 2 ¼” deep with tow black metal eyelets 1 ¼” apart 
with bottom eyelet centered 1 1’4” above left flap. 
 
Pockets: 
Two breast pockets with 1 1/2 “stitched pleats.  Pocket to measure 5 5/8” wide x 6” deep.  
Left breast pocket to have 1 12” pencil stitch.  Each pocket to have Velcro tape ¾” long 
by ½” wide, positioned on both edges of pocket to correspond with outer scalloped flap 
points as specified. 
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Flaps: 
Deep scalloped design to measure 5 7/8” wide and 2 ¾” in depth at center point, 2 ¼” at 
sides.  Secured to Shirtfront approximately ¼” above pocket.  Left flap to have invisible 
pencil opening 1 1/2 “ to correspond precisely with pencil slot of pocket,  Both flaps to be 
interlined with #250 Dacron.  Creased and edge stitched pocket flap construction 
unacceptable.  Underside of flap to have Velcro tape ¾” long by 1/2 ‘wide positioned on 
outer points of both pocket flaps as specified. 
 
Sleeves: 
Straight at width – no bias- of one piece shaped at head, jacket type.  Sleeve vent 5 ½” 
long with top and bottom facings.  Top facing to measure 1 1/8“wide point blocked at 
top.  Underfacing 1/2 “wide. 
 
Cuffs: 
To measure 3” in depth with rounded corners as specified.  With two buttons and 
corresponding buttonholes on each cuff and one button and buttonhole in center of 
facing. Both cuffs to be interlined with #250 Dacron. 
 
Buttons: 
First grade 19-linge pearlescent plastic to match. 
 
Sewing: 
Single needle throughout.  All topstitched ¼” off the edge.  Sleeve inserting and side 
close felling safety stitched. 
 
Thread: 
All sewing threads to be fast color polyester core polyester wrap to match. 
 
Interlining: 
Collars, pockets flaps, should straps, cuffs and top center to be interlined with 100% 
Dacron, #250.  Collar band to be interlined with “Crease N Tack”. 
 
Military Creases:   
Five (5) silicone sharp military ceases on all shirts.  One crease on each front to be 
centered vertically through pockets and flaps.  Spacing for military creases on shirt back 
to be proportionate to the size of the shirt as follows: Sizes 14 through 15 ½ - creases to 
be 4 ¾” apart; sizes 16 through 18, inclusive – creases to be 5 ¾” apart as measured from 
the center crease. 
 
Construction:   
Collars, flaps and shoulder straps are made by the conventional construction.  Top ply, 
bottom ply and interlining are first stitched together, then turned rightside out and finally 
topstitched 
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Finished length Dimensions:   

Size 
Side 

Seams  
Back 

Length 
13 17 1/2 30 3/4 

13 1/2 17 5/8 31 
14 17 3/4 31 1/4 

14 1/2 17 7/8 31 1/2 
15 18 31 3/4 

15 1/2 18 1/8 32 
16 18 1/4 32 1/4 

16 1/2 18 3/8 32 1/2 
17 18 1/2 32 3/4 

17 1/2 19 5/8 34 
18 19 3/4 34 1/4 

18 1/2 19 7/8 34 1/2 
19 20 34 3/4 

19 1/2 20 1/8 35 
20 20 1/4 35 1/4 

20 1/2 20 3/8 35 1/2 
 
Convertibility 
This garment shall be designed to accommodate removable metal buttons having eyelets 
under the sewn buttons on the button front, flaps, cuff and shoulders.  Each pocket will 
have one vertical eyelet to accommodate removable metal buttons.  There are protective 
pieces on the inside of the garment on the shoulders and cuffs, as well as a reinforcing 
strip inside the right front. 
Country of Manufacture: 
All raw materials and assembly thereof made in the U.S.A. 
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Ladies Shirt Specifications – 
Long Sleeve Flying Cross Items #107W8786 

 
FABRIC CONTENT:  75% Dacron Polyester /25%Worsted Wool conforming to the 
following specifications: 
WEIGHT:  9 -9 .5 oz. /linear yard 
CONSTRUCTION: 50 wrap X 46 filling yarns per sq inch 
TENSILE:  Break strength 75 wrap – 150 filling (lbs) 
COLOR:  LAPD (Navy) Blue 
 
Style: 
The style shall be known as a banded collar, long sleeve, and coat shirt, with full length 
tail and form-fitting.  The shirt to have two outside breast pockets and scalloped flaps 
having one button each.  Shoulder straps.  Exterior badge holder with metal eyelets.  
Matching inside yoke and collar band of high luster Poly Twill. 
 
Collar & Stand: 
Style and dimensions as specified on display.  Collar points to measure 3 ¼” long. with 
fused-in Mylar stays.  Collar to be topstitched ¼” off the edge.  Collar height at rear 1 
½“.  Collar stand to measure 1 5/16” at rear and band to be die cut and interlined with 
Dacron (#250 in collar, “Crease N Tack” in band). 
 
Front: 
The right front shall have a top center 1 ½ ‘wide with two rows of stitches 7/8” apart.  
The right front shall have 6 buttons and buttonholes on the front; spacing between each 
will be 3 ½”and to be set ¾” from edge. Second buttonhole to be spaced 3 ¼” from top 
button, balance of buttons spaced 3 ½” apart.  Top center interlined with #250 Dacron. 
The fronts shall be joined to the yoke so that both raw edges of the yoke are turned under, 
with the front sandwiched between, and then all three are stitched down with a 1/16” 
raised stitch.  Safety stitch joining unacceptable. 
 
Shoulder Straps:  
Style and dimensions as specified.  Asymmetrical shape top-stitched ¼” off the edge to 
be set on yoke with leading topstitches conforming with front joining seam.  To measure 
2” at sleeve tapering to 1 3/8” and set not more that ½” from folded collar.  Cross-
stitched approximately 2” from sleeve seam.  Shoulder strap lined with #250 Dacron.  
Creased and edge stitched shoulder strap constructed unacceptable. 
 
Badge Reinforcements:   
Exterior holder to finish 1 1/8” wide x 2 ¼” deep with tow black metal eyelets 7/8” apart 
with bottom eyelet centered 7/8” above left flap. 
 
Pockets: 
Two breast pockets with 1 1/4“stitched pleats.  Pockets to measure 5 wide x 5” deep.  
Each pocket to have Velcro tape ¾” long by ½” wide, positioned on both edges of pocket 
to correspond with outer scalloped flap points as specified. 
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Flaps: 
Deep scalloped design to measure 5 1/4” across and 2 1/4” in depth at center point, 1 ¾” 
at sides.  Secured to Shirt front approximately ¼” above pocket.  Left flap to have 
invisible pencil opening 1 1/4“.  Both flaps to be interlined with #250 Dacron.  Creased 
and edge stitched pocket flap construction unacceptable.  Underside of flap to have 
Velcro tape ¾” long by 1/2 ‘wide positioned on outer points of both pocket flaps as 
specified. 
 
Sleeves: 
Straight at width – no bias- of one piece shaped at head, jacket type.  Sleeve vent 4 ¾” 
long with top and bottom facings.  Top facing to measure 1 1/8“wide point blocked at 
top.  Underfacing 1/2 “wide. 
 
Cuffs: 
To measure 2 1/2” in depth with rounded corners as specified.  With two buttons and 
corresponding buttonholes on each cuff and one button and buttonhole in center of 
facing.  Both cuffs to be interlined with #250 Dacron. 
 
Buttons: 
First grade 19-linge pearlescent plastic to match. 
 
Sewing: 
Single needle throughout.  All topstitched ¼” off the edge.  Sleeve inserting and side 
close felling safety stitched. 
 
Thread: 
All sewing threads to be fast color polyester core polyester wrap to match. 
 
Interlining: 
Collars, pockets flaps, should straps, cuffs and top center to be interlined with 100% 
Dacron, #250.  Collar band to be interlined with “Crease N Tack”. 
 
Military Creases:   
Silicone sharp military creases on all shirts.  Once crease on each front to be centered 
vertically spacing for military creases on shirt back to be proportionate to the size of the 
shirt. 
 
Convertibility: 
This garment shall be designed to accommodate removable metal buttons having eyelets 
under the sewn buttons on the button front, pockets, cuffs and shoulders.  There are 
protective pieces on the inside of the garment on the shoulders and cuffs, as well as a 
reinforcing strip inside the left front. 
 
Country of Manufacture: 
All raw materials and assembly thereof made in the U.S.A. 
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Men’s Shirt Specifications – Short Sleeve 
Flying Cross Item#57R8786 

 
FABRIC CONTENT:  75% Dacron Polyester /25%Worsted Wool conforming to the 
following specifications: 
WEIGHT:  9 -9 .5 oz. /linear yard 
CONSTRUCTION: 50 wrap X 46 filling yarns per sq inch 
TENSILE:  Break strength 75 wrap – 150 filling (lbs) 
COLOR:  LAPD (Navy) Blue 
Style:   
The style shall be known as convertible collar, short, sleeve, coat shirt, with full length 
tail and form-fitting.  The shirt to have two outside breast pockets and scalloped flaps 
having one button each.  Exterior badge holder with metal eyelets.  The back to have a 
double yoke. 
 
Collar: 
Convertible collar shall be one piece and to measure 3 ¼” long at points.  The collar shall 
be made with fused-in Mylar stays.  Collar to be topstitched ¼” off the edge.  Collar to be 
interlined with #250 Dacron.  Collar to have a banana piece of Poly Twill lining 
 
Front: 
Each front shall have a facing 3” in width.  The left front shall have a top center 1 ½” 
wide with two rows of stitches 7/8” apart.  Stitching on top center is not to be visible on 
the turn-back facing.  The shirt will have 7 buttons and buttonholes on the front, spacing 
between each will be 3 ¾” except the spacing between the neck button and the first 
button on the front which will be 2 1’2”.  Top center interlined with #250 Dacron.  The 
fronts shall be joined to the yoke so that both raw edges of the yoke are turned under, 
with the front sandwiched between, then all three are stitched down with a 1/16” raised 
stitch.  Safety stitch joining unacceptable. 
 
Shoulder Straps: 
Style and dimensions as specified.  Asymmetrical shape, ¼” topstitched, to be set on 
yoke with leading topstitch conforming with front joining seam.  To measure 2” at sleeve 
tapering to 1 3’8” and set not more than ½” from folded collar.  Cross stitched 
approximately 2” from sleeve seam.  Shoulder strap lined with #250 Dacron.  Creased 
and edge stitched shoulder strap construction unacceptable. 
 
Badge Reinforcement: 
Exterior holder to finish 1 1/8” wide x 2 ¼” deep with tow metal eyelets 1 ¼” apart with 
bottom eyelet centered 1 ¼” above left flap. 
 
Pockets: 
Two breast pockets with 1 1/2” stitched pleats.  Pocket to measure 5 5/8” wide, 6”deep.  
Left breast pocket to have a 1 ½” pencil stitch.  Each pocket to have Velcro tape ¾” long 
by ½” wide, positioned on both edges of pocket to correspond with outer scalloped flap 
points as specified. 

 14



Flaps: 
Deep scalloped designed to measure 5 7/8” across and 2 34” in depth at center point, 2 
¼” at sides.  Secured to shirt front approximately ¼” above pocket.  Left flap to have 
invisible pencil openings 1 ½” to correspond precisely with pencil slot of pocket.  
Topstitch on flaps to be ¼” stitched.  Both flaps to be interlined with Dacron #250.  
Creased and edge stitched pocket flap construction unacceptable.  Under side of the flap 
to have Velcro tape ¾” long and ½” wide, positioned on outer points of both pocket flaps 
as specified  
 
Short Sleeves: 
Sleeves are to be straight and whole, to have ¾” hem and to finish approximately 9” long 
from shoulder seams. 
 
Buttons:   
First grade 19 ligne pearlescent plastic to match. 
 
Stitching: 
Single needle throughout.  All topstitched ¼” off the edge.  Sleeve inserting and side 
close felling, safety stitched. 
 
Thread: 
All sewing threads to be fast color polyester core polyester wrap to match. 
 
Interlining: 
Collars, pocket flaps, shoulder straps and top center to be interlined with 100%Dacron 
#250. 
 
Military Creases: 
Five (5) silicone sharp military creases on all shirts.  One crease on each front to be 
centered vertically.  Spacing for military creases on shirt back to be proportionate to the 
size of the shirt as follows:  Sizes 14 thru 15 ½ - creases to be 4 3/4“ apart sizes 16 thru 
18 inclusive – creases to be 5 ¾” apart as measured from the center crease. 
 
Construction: 
Collars, flaps and shoulder straps are made by the conventional construction.  Top ply, 
bottom ply and interlining are first stitched together, then turned right side out, and 
finally topstitched. 
 
Convertibility:   
This garment shall be designed to accommodate removable metal buttons having eyelets 
under the sewn buttons on the button front, pockets and shoulders.  There are protective 
pieces on the inside of the garment on the shoulders, as well as a reinforcing strip inside 
the right front. 
 
Country of Manufacture: 
All raw materials and assembly thereof made in the U.S.A. 

 15



 
Finished length Dimensions:   

Size 
Side 

Seams  
Back 

Length 
13 17 1/2 30 3/4 

13 1/2 17 5/8 31 
14 17 3/4 31 1/4 

14 1/2 17 7/8 31 1/2 
15 18 31 3/4 

15 1/2 18 1/8 32 
16 18 1/4 32 1/4 

16 1/2 18 3/8 32 1/2 
17 18 1/2 32 3/4 

17 1/2 19 5/8 34 
18 19 3/4 34 1/4 

18 1/2 19 7/8 34 1/2 
19 20 34 3/4 

19 1/2 20 1/8 35 
20 20 1/4 35 1/4 

20 1/2 20 3/8 35 1/2 
 
 

 16



Ladies Short Sleeve Shirt 
Flying Cross Item #157R876 

 
FABRIC CONTENT:  75% Dacron Polyester /25%Worsted Wool conforming to the 
following specifications: 
WEIGHT:  9 -9 .5 oz. /linear yard 
CONSTRUCTION: 50 wrap X 46 filling yarns per sq inch 
TENSILE:  Break strength 75 wrap – 150 filling (lbs) 
COLOR:  LAPD (Navy) Blue 
Style:   
The style shall be known as convertible collar, short, sleeve, coat shirt, with full length 
tail and form-fitting.  The shirt to have two outside breast pockets and scalloped flaps 
having one button each.  Exterior badge holder with metal eyelets.  The back to have a 
double yoke. 
 
Collar: 
Convertible collar shall be one piece and to measure 3 ¼” long at points.  The collar shall 
be made with fused-in Mylar stays.  Collar to be topstitched ¼” off the edge.  Collar to be 
interlined with #250 Dacron.  Collar to have a banana piece of Poly Twill lining 
 
Front: 
The right front shall have a top center 1 ½ “wide with two rows of stitches 7/8” apart.  
Stitching on top center is not to be visible on the turn-back facing.  The shirt will have 6 
buttons and buttonholes on the front, spacing between each will be 3 1/2” apart and to be 
set ¾” from edge.  Second buttonhole to be spaced 2 ½” from top button, balance of 
buttons spaced 3 ½”part.  Top center interlined with #250 Dacron.  The fronts shall be 
joined to the yoke so that both raw edges of the yoke are turned under, with the front 
sandwiched between, and then all three are stitched down with a 1/16” raised stitch.  
Safety stitch joining unacceptable. 
 
Shoulder Straps: 
Style and dimensions as specified.  Asymmetrical shape, ¼” topstitched, to be set on 
yoke with leading topstitch conforming with front joining seam.  To measure 2” at sleeve 
tapering to 1 3’8” and set not more than ½” from folded collar.  Cross stitched 
approximately 2” from sleeve seam.  Shoulder strap lined with #250 Dacron.  Creased 
and edge stitched shoulder strap construction unacceptable. 
 
Badge Reinforcement: 
Exterior holder to finish 1 1/8” wide x 2 ¼” deep with two metal eyelets 7/8” apart with 
bottom eyelet centered 7/8” above left flap. 
 
Pockets: 
Two breast pockets with 1 1/4” stitched pleats.  Pocket to measure 5” wide, 5”deep.   
Each pocket to have Velcro tape ¾” long by ½” wide, positioned on both edges of pocket 
to correspond with outer scalloped flap points as specified. 
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Flaps: 
Deep scalloped designed to measure 5 1/4” across and 2 1/4” in depth at center point,      
1 3/4” at sides.  Secured to shirt front approximately ¼” above pocket.  Left flap to have 
invisible pencil openings 1 1/4” to correspond precisely with pencil slot of pocket.  
Topstitch on flaps to be ¼” stitched.  Both flaps to be interlined with Dacron #250.  
Creased and edge stitched pocket flap construction unacceptable.  Under side of the flap 
to have Velcro tape ¾” long and ½” wide, positioned on outer points of both pocket flaps 
as specified  
 
Short Sleeves: 
Sleeves are to be straight and whole, to have ½” hem and to finish approximately 8 1/2” 
long from shoulder seams. 
 
Buttons:   
First grade 19 ligne pearlescent plastic to match. 
 
Stitching: 
Single needle throughout.  All topstitched ¼” off the edge.  Sleeve inserting and side 
close felling, safety stitched. 
 
Thread: 
All sewing threads to be fast color polyester core polyester wrap to match. 
 
Interlining: 
Collars, pocket flaps, shoulder straps and top center to be interlined with 100% Dacron 
#250. 
 
Military Creases: 
Five (5) silicone sharp military creases on all shirts.  One crease on each front to be 
centered vertically.  Spacing for military creases on shirt back to be proportionate to the 
size of the shirt as follows:   
 
Construction: 
Collars, flaps and shoulder straps are made by the conventional construction. Top ply, 
bottom ply and interlining are first stitched together, then turned right side out, and 
finally topstitched. 
 
Convertibility:   
This garment shall be designed to accommodate removable metal buttons having eyelets 
under the sewn buttons on the button front, pockets and shoulders.  There are protective 
pieces on the inside of the garment on the shoulders, as well as a reinforcing strip inside 
the right front. 
 
Country of Manufacture: 
All raw materials and assembly thereof made in the U.S.A. 
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Gore-Tex Jacket 
To be Fechheimer Brothers Company #78141 

 
Outer Shell:  Supplex Supreme  
Warp:  70 Denier Nylon      Filling:  3 ply 70 Denier Nylon 
Filling:  3 ply 70 Denier Nylon   Weight:  3.6 oz. per square yard 
Weave:  Plain      Tear Strength:  Warp – 9.0 lbs 
Tensile Strength:  Warp-200 lbs. Fill – 150 lbs. 
Abrasion (4 lbs diaphragm, 1 lb head load): 300  
Color:  Black 
 
Lining: 
Must be Gore-Tex LTD liner from W.L. Gore (no substitutes).  The waterproof 
breathable lining shall conform to the following requirements: 
 
Lining Information:   
Base material to be 2 layers.  Top layer to be fabric:  100% black polyester and d bottom 
layer to be bi-component expand polytetraflurethylene membrane.  Lining shall have 
following minimum physical properties:   
 

Characteristic Requirements Test Method 
Moisture Vapor Transmission Rate 
(g/m2/24hr) 

Procedure B Procedure 
BW ASTM E 96093 1/ASTM E 96-93 2/ 

      

Hydrostatic Resistance (PSI) 140 Minimum FED_STD_191A 5512 3/ 

      

Low Pressure Water Permeability: No Leakage   

      

Initial No Leakage  FED-STD-191A 5516 4/ 

After Cold Flex Warp Fill No Leakage ASTM D 2097-69 (1980) 5/ 
After 100 hours of Continuous Wet Flex 
(agitation) No Leakage FED-STD-191A 5516 6/ 

After Dry Cleaning No Leakage FED-STD-191A 5516 7/ 

      

High Pressure Water Permeability:     

Initial No Leakage BS3424: Part 26:  1990 Method 29A8/ 

      
After exposure to Unleaded Gasline, Deet 
insect repellent, Hoppes #9 Gun cleaner, 
motor oil SAE 5W-40 No Leakage BS 3224:Part 26: 1990 Method 29A 9/ 

      

After Synthetic Perspiration  No Leakage BS 3424:Part 26: 1990 Method 29A 10/ 

      

Seam Tape Durability     

Initial No Leakage FED-STD-191A5516 11/ 

After 10 Laundry cycles No Leakage 
FED-STD-191A5516 12/ ANSI/AATCC 
135 

After 10 dry clean cycles No Leakage FED-SDT-191A 5516 13/ 
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1/ The film side of the laminated cloth shall fact the water.  The free stream air velocity 
shall be 550 ± 50 fpm as measured at least 2 inches from any surface.  The test shall be 
for 24 hours and weigh measurements shall be taken only at the start and completion of 
the test.  At the start of the 24 hour test period, the air gap between the water surface and 
the back of the specimen shall be ¾ ± 1/16 inch.  Five specimens shall be tested.  The test 
chamber shall be 73.4 ±1°F and relative humidity shall be 50 ± 2%.  The face of the rim 
of the test dish shall project 1/32” into the tunnel. 

2/ The film side of the laminated cloth shall face the water.  The free stream air velocity 
shall be 550± 50 fpm as measured at least 2 inches from any surface.  The test shall be for 
2 hours and weight measurements shall be taken only at the start and completion of the 
test.  Five specimens shall be tested.  Specimens shall be sealed in any manner which 
prevents wicking and /or leakage of water out of the cup.  The test chamber shall be 
73.4± 1°F and relative humidity shall be 50 ± 2%.  The face of the rim of the test dish 
shall project 1/32” into the tunnel. 

3/ The water pressure shall be applied to the film side of the laminated cloth. 

4/ The film side of the laminated cloth shall contact the water.  The hydrostatic head shall 
be 30 inches (1.1 psi) and shall be held for 3 minutes.  Leakage is defined as the 
appearance of water any place within the 4.5 inch diameter test area.  The test may be 
performed using any device which tests the same specimen area at the equivalent 
pressure.  In case of dispute, the apparatus described in FED-STD-191A Method 5516 
shall be used. 

5/ Ten warp and ten fill specimens 2.25” x 4.5” shall be selected from each sample unit.  
The 3.25” dimensions are the test direction.  Specimens shall be flexed for 20, 000 cycles 
as specified in ASTM-D 2907 and as follows.  Mark the film side of each specimen with 
two lines 1.7 inches apart and perpendicular to the test direction.  The area between the 
lines in the test area and shall be centered on the film side of the specimen.  Wrap the 
specimens around fully extended pistons with the film side out.  The test area lines shall 
meet evenly and shall line up with the edges of the pistons.  Clamp in place making sure 
the clamps are not in the test area.  Check specimen for smoothness and tautness 
(wrinkles cause improper flexing).  The distance between the pistons shall be 1.7” in the 
open position and 0.5” in the closed position as measured from the bottom of the upper 
piston and top of the lower piston.  Place the test apparatus with mounted specimen in a 
test chamber at -25±2°F.  After flexing, test for water permeability as in footnote 4/ 
except that the orifice of the tester shall be modified to accommodate the smaller 
specimen size as shown in Attachment 1. 

6/  One 14 inch by full width specimen shall be selected from each sample unit.  The 
specimens shall be agitated using the “normal” cycle in an automatic home laundering 
machine as specified in AATCC 135-1992 except that the machine shall be capable of 
continuous agitation.  The water level shall be maintained at 16 ± 1 gallons, and the water 
temperature shall be 32±9°C.  The load shall be 2 ±0.2 pounds.  The specimen shall be 
removed from the washer after 100 hours of continuous agitation.  The specimen shall be 
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air dried and then tested for water permeability at three sites across the width of the 
specimen according to footnote 4/. 

7/One (1) yard by full width specimen shall be selected form each sample unit.  The 
specimens shall be professionally dry-cleaned ten (10) times with a pure distilled solvent 
rinse.  The specimens shall be tested for water permeability at three sites across the width 
of the specimen according to footnote 4/. 

8/  The water pressure shall be applied to the film side of the laminated cloth from below 
the test specimen.  The maximum pressure of 25 psi shall be attained in 2 minutes ± 20 
seconds and shall be applied for 5 minutes.  Leakage is defined as the appearance of 
water any place within the test area. 

9/ Place a 6” x 6” piece of blotting paper on a flat surface and cover with a 10” x 10” test 
specimen with the film side up.  Weigh out 2.0 ± 0.1 rams of solid contaminant or pipette 
2.0 ml of liquid contaminant.  Place the contaminant on the center of the specimen and 
cover with a 6” x 6” piece of glassine paper.  Place a four (4) pound weight on the 
glassine paper directly over the contaminated area.  Allow the weight to remain on the 
specimen for 30 minutes.  Wipe off any excess contaminant using a fresh piece of 
blotting paper and test for water permeability as in footnote 8/ except that the water 
pressure shall be applied for 3 minutes. 

10/ One specimen per sample unit shall be tested for water permeability after exposure to 
synthetic perspiration.  The specimen shall be not less than six inches in diameter.  The 
test cups shall accommodate this size specimen and shall have a depth of at least one 
inch.  The cups shall be sealed to prevent leakage.  The solution shall contact the fabric 
side of the laminate. 

Synthetic perspiration shall be prepared by stirring the following ingredients into 500 ml 
of distilled water: 

 3 grams sodium chloride 

 1 gram predigested protein 

 1 gram n-propyl propionate 

 0.5 gram lecithin (phosphatidy chorine) 
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The predigested protein shall contain the following amino acids:  

Ingredient   Milligrams (mg) 

Lysine      82.5 
Histidine    27.5 
Arrginine 40.0  
 Aspartic Acid   72.5 
 Threonize   42.5 
 Serine    50.0 
 Glutamic Acid   197.5 
 Proline    92.5 
 Glycine   22.5 
 Alanine   28.7 
 Cystine   4.7 
 Valine    66.2 
 Methionine   30.0 
 Isolencine   53.8 
 Leucine   87.5 
 Tyrosine   51.3 
 Phenylalanie   48.8 
 Tryptophane   18.8 
 
The solution shall be stirred continuously and heated to 50± 1°C then covered and cooled 
to approximately 35°C. 
 
The solution shall be stirred such that any solid particles are suspended in solution and 
poured into the test cup.  The cup shall be inverted to allow the synthetic perspiration to 
evaporate through the specimen. 
 
After the solution has evaporated through, such that no more that 0.125 inch of solution 
remains, the specimen shall be removed from the cup, rinsed in warm water, dried and 
tested for water permeability as specified in footnote 8/ except that the water pressure 
shall be applied for 3 minutes. 
 
11/  A minimum of 3 straight seams and 2 cross-over seams should be tested prior to 
laundry cycle testing and remain waterproof (no leakage) when tested at 2 psi for 3 
minutes with the seam tape side facing up, away from the water challenge.  Leakage is 
defined as the appearance of water any place within the 4.5 inch diameter test area since 
the seam tape process can damage the fabric adjacent to the tape.  The test may be 
performed using any device which tests the same specimen area at the equivalent 
pressure.  In case of dispute, the apparatus described in FED-STD-191A Method 5516 
shall be used. 
 
12/  A minimum of 3 straight seams and 2 cross-over seams should be tested after ten 
(10) home laundry cycles and remain waterproof (no leakage) when teased at 2 psi for 3 
minutes with the seam tape side facing up, away from the water challenge.  Leakage is 
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defined as the appearance of water any place within the 4.5 inch diameter test area since 
the seam tape process can damage the fabric adjacent to the tape.  The test may be 
preformed using any device with tests the same specimen area at the equivalent pressure.  
In case of dispute, the apparatus described in FED-STD_191A Method 5516 shall be 
used.  Laundry testing should be preformed in accordance with the procedure specified in 
Machine Cycle 3, Wash Temperature III, and Drying Procedure Aiii of ANSI/AATCC 
135. 
 
13/ A minimum of 3 straight seams and 2 cross-over seams should be tested after ten (10) 
dry clean cycles and remain waterproof (no leakage) when tested at 2 psi for 3 minutes 
with the seam tape side facing up, away from the water challenge.  Leakage is defined as 
the appearance of water any place within the 4.5 inch diameter test area since the seam 
tape process can damage the fabric adjacent to the tape.  The test may be performed using 
any device which tests the same specimen area at the equivalent pressure.  In case of 
dispute, the apparatus described in FED-STD-191A Method 5516 shall be used. 
 
Measured property Acceptance Criteria 
 
For moisture vapor transmission rate and hydrostatic resistance, the mean of each sample 
unit must meet the requirement specified.  The mean is the average of five cross-web 
specimens.  For water permeability testing, each individual specimen must meet the 
requirement specified. 
 
Basic Styling: 
Waist length, single breasted, black Gore-Tex LTD breathable waterproof lining, 
removable Thinsulate body/sleeve liner, and front zipper storm front closure.  Other 
features include a bi-swing back, raglan sleeves, sleeve zippers, pocket flaps, inverted 
pleated patch pockets with a hand warmer openings, collar knit wind collar, shoulder 
straps, badge tab, and zippered side vents with tab. 
 
There shall be a zip-out insulated liner that incorporates CDS-200 Thinsulate® Thermal 
Insulation in the body portion of the liner and CDS-100 Thinsulate Thermal Insulation in 
the sleeves.  The insulation shall be quilted to black 86 pick nylon on the face side of the 
liner and nylon tricot on the backing.  There shall be black knit inserts placed under the 
arm of the liner sleeves approximately 9” in length and 3 ½” at the widest center point for 
comfort and ease of movement.  The liner will attach to the jacket with a grip-lock no-run 
zipper. 
 
Shell for Removable Liner: 
86 pick, 100% Nylon Taffeta  
Weave:  Plain 
Denier: Warp-70 Fill-70 
Weight:  1.8 oz/square yard 
Color:  Black (any other color cause for rejection) 
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Insulation: 
3M Thinsulate, with a scrim covering front and back to prevent migration of insulation 
fibers.  Lining must be quilted horizontally with a minimum of a 6” railroad pattern for 
maximum thermal retention.  Excess stitching and openings in liner cause extreme loss of 
body heat. 
 
Body:  
Body – 3M Thinsulate CDS 200 composed of 65% Polyolefin microfibers and 35% 6 
Denier Polyester staple fibers (by weight) shall weigh approximately 200 grams/square 
meter horizontally quilted. 
 
Sleeves: 
Sleeves – 3M Thinsulate CDS 100 composed of 65% Polyolefin microfibers and 35% 6 
Denier Polyester staple fibers (by weight).  Shall weigh approximately 100 grams/square 
meter horizontally quilted.  The perimeter of the liner shall be bound with black nylon 
taffeta tape and the liner shall have a black vislon zipper track to allow the liner to zip out 
of the jacket.   
 
The liner sleeves will have a female snap by the in sleeve seam no more that 1” from the 
end of the sleeve.  Attached to the jacket sleeve in a corresponding location will be a tab 
made of shell material with a male snap.  The tab and snap are used to secure the liner 
sleeves – use of a button and buttonhole or loop is unacceptable.  The liner shall have a 
left breast patch pocket.  Each sleeve hem must be finished with bias tape so there are no 
raw edges. 
 
The liner shall be designed with vents corresponding with the zippered side vents on the 
jacket to allow easy access to weapon or equipment. 
 
Back: 
There shall be a one piece back with a bi-swing for ease of movement.  The bi-swing 
shall be approximately 9” in length and 1 ½ “in depth.  It shall be constructed with an 
elasticized anchor so the bi-swing will snap back into proper position after being 
extended.  It shall be constructed with an elasticized anchor made of a 2” wide strip of 
Lyrca so the bi-swing will snap back into proper position after being extended. 
 
Interlining: 
100% Cotton Osnaburg, 3.45 yards/lb. with maximum shrinkage of 3-4% in warp and 
fill.  Interlining to be used in collar, pocket flap, shoulder straps, front waistband, and 
storm front. 
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Pockets: 
There shall be an inverted pleated patch pocket on each front of the jacket.  The pockets 
shall be approximately 7 ½” wide and 8” in depth.  Pockets shall be constructed with 
hand warmer openings on the side.  The surface portion of the hand warmer pockets will 
be the jacket front and the top part of the pocket (the area coming in contact with the back 
of the users hand) will be black Kasha.  The top and bottom of the side openings shall be 
securely bartacked.   
 
The patch pockets will have an opening at the top underneath the flaps.  The top of each 
patch pocket must be bound with black nylon binding.  The top entry pockets shall be 
made of black Kasha.  Back of box pleated patch pocket must be fully lined.   
 
The left front pocket will have a pencil compartment opening on the inside corner of the 
pocket flap.  The opening will be reinforced by bartacks. 
 
The pocket flaps shall have a metal snap closure system.  The male portion of the snaps 
shall be located on the underside of each flap and the female portion of the snaps shall be 
in a corresponding location on the breast pockets to provide a neat and secure closure.  
Each flap shall have a dummy buttonhole with a 24 ligne metal button on top of the flap 
attached with a kotter key on the bottom side of the flap. 

The jacket design will include an inside left breast pocket.  The pocket shall have a 
minimum width of 6” and a minimum depth of 8 ¼” (measured from the bottom of the 
pocket opening).  The inside pocket will incorporate a zipper closure system utilizing a 
6” CFC-256B2 zipper that is made with bottom stops at both ends. 
 
Elastic Waistbands: 
Separate waistband shall be elasticized in the back.  There shall be two rows of stitching 
each ½” apart, centered on the waistband, and extending through the elastic.  The elastic 
shall be securely tacked at each end.  There will be a zipper sewn into each side for 
access.  Elasticized tabs shall be sewn into the waistband for closure of the side tabs.  
There shall be two (2) belt keepers tabs, with sewn eyelets, made of shell fabric and 
located approximately 2” from back zipper side vents. 
 
Sleeves: 
Three pieces, raglan style sleeves with cuffs.  The top half of the cuff must be elasticized 
and the bottom half to close with a tab and double snap for cuff adjustments.  The sleeves 
shall be constructed with 7” zippers (black vislon) on the underseams.  This system 
permits emblem attachment without puncturing the Gore-Tex by allowing access to the 
shell. 
 
Collar: 
The collar shall be produced using two piles of the shell fabric plus the interlining.  All 
piles to be cut on bias.  The interlining shall be sewn to the under collar.  The collar 
points shall be well shaped and symmetrical.  The front storm flap shall extend to the top 
of the collar.  Collar and collar interlining must be cut on bias.  Under collar is to be 
constructed to conceal a removable Gore-Tex Hood. 
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Epaulets:   
Jacket shall be designed with epaulets measuring approximately 2 ½ “at the widest point 
and tapering to 1 ¾” at the narrow end.  It shall be fastened with a 24 ligne metal uniform 
button and buttonhole.  Shoulder strap to be cross stitched and sewn down. 
 
Storm Flap: 
There shall be a double front storm flap; one on top and one under the top storm flap.  
The top storm flap will finish approximately 2 ¾” wide and will extend from the bottom 
of the waistband to the top of the collar point.  There shall be six (6) black gun metal 
snaps centered down the top storm flap.  The under storm flap shall finish approximately 
2” wide and will extend from the bottom of the waistband to the top of the collar point.  
The male portion of the snaps shall be positioned on the under storm flap to correspond to 
the placement of the snaps on the top storm flap to provide a neat and secure closure.  
Center of snap to be plugged, concealing open portion of snap. 
 
Side Vents:   
The jacket shall be designed with side vents to allow for easy access to equipment.  The 
vents shall incorporate 10” zippers.  At the bottom of each vent there shall be an 
elasticized tab and snap closure system to prevent gaping between the front and rear 
portion of the jacket when the side zippers are in the full upward position. 

Weep Eyelets: 
To have black metal weep eyelets located at bottom of sleeve (both panels) and front & 
back body panels. 
 
Badge Tab: 
To be made of self material with two metal eyelets.  The bottom of the badge tab shall be 
2 ¼” – 2 ½” above the left pocket flap. 
 
Front Zipper: 
The front zipper opening shall be accomplished with a two way pull, heavy duty $5 
Vislon nylon molded zipper.  Zipper will extend from bottom of waistband to collar 
seam. 
 
Knit Wind Collar:   
There shall be a knit wind collar of 1 x 1 ribbed spun nylon sewn into the collar seam – 
measuring 14” long by 1 ½” wide at the center. 
 
Seam Waterproofing:   
Seams shall be taped with 7/8” two layer Gore-Tex seam tape.  There shall be no 
stitching through the LTD liner except those seams that are waterproofed.  There will be 
metal eyelets on the sleeve bottoms and above the front and back waistband, for water 
drainage in laundering. 
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Size Tag and Care Instructions: 
The jacket shall have a sewn in label giving care instructions and a permanent woven size 
tag.  The jacket shall also have a label indication lot number, size, fiber content, and RN 
number.  Garment must be made in the United States of America and bear a union label. 

Size Range: 
The jacket must be available in the following sizes:  
  Regular:  S-XXXL 
  Short:      S –L 
  Long:      S-XXX 
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TERMS AND CONDITIONS  
 
Limited Warranty: 
The sample and contract garments shall carry a manufactures printed warranty hang tag 
must accompany the bid package as well.  The tag shall instruct the owner of their rights 
under the warranty. 
 
The limited warranty shall contain at minimum the following: 
 
Warranty coverage:  Manufacturer agrees to warrant to the original purchaser that the 
product will be free from defects in materials and workmanship for a period of three (3) 
years from date of purchase.  This warranty also guarantees the jacket will remain 
waterproof for three (3) years. 
 
Warranty service:  Should a covered product become defective during the warranty 
period, simply return it to the manufacturer with dated proof of purchase.  The 
manufacturer agrees to repair or replace at its option and item determined to be defective 
and will return to purchaser at no charge.  
 
Limitations:  This warranty does not cover abnormal wear and tear, nor the color 
fastness of fluorescent fabrics, nor damage from chemicals, fire, misuse, accident or 
negligence. This warranty only applies to the original purchaser of the covered product 
and is not transferable. 
 
Optional Items to be included: 
Coat shall be supplied with: 

1) Reflective Zip on “POLICE” back panel. 
2) Reflective Pocket tabs.  

Brand Name 

State Brand Name:  Propper, Flying Cross, Taylor’s Leatherwear, Blauer and Model 
Number Various.  
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 Delivery:  State specific number of calendar days required to complete delivery after 
receipt of order:   __________________________________. 
 
Delivery as well as price shall be a factor in determining award.  Repeated delayed or 
partial deliveries shall be interpreted as failure to meet contracture obligations and may 
be a cause for cancellation of the contract.  Bidders shall indicate in the column provided 
within the pricing schedule, whether the item bid is a stock or non stock item.  Items bid 
as a stock item by vendor shall be delivered within ten (10) days receipt of an order.  
Delivery time of all items bid as a non-stock shall be delivered within forty-five (45) days 
of receipt of order. 

Samples:  
Samples shall be provided by the bidder upon request. 

Service:   
Successful Contracting Firm shall be able to provide a sales person within 24 hours 
notice to measure new officer or for dress uniforms items. Please state your position: 
________________________________________________________. 
 
References: 
 
Provide a list of at least three (3) clients for whom similar services have been provided 
and dates when the service was provided.  Include client name, address, telephone 
number, facsimile number, description of type of services performed, and person the City 
may contact.   
 
The City reserves the right to make reasonable investigations as deemed proper and 
necessary to determine the ability of bidders to furnish requested services in a manner 
acceptable to the City. 
  
State Corporation Commission (SCC) Registration - Attachment A 
 
If listed as a Corporation, bidders must also submit documentation, with their response, 
that they are currently registered with the Virginia State Corporation Commission. 
 
Cancellation: 
 
The City reserves the right to cancel any resultant contract with thirty- (30) day’s written 
notice to the vendor if deemed to be in the best interest of the City. 
 
Nondiscrimination: 
 
If the resultant contract exceeds $10,000, during the performance of the contract, the 
Contractor agrees as follows: 
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1. The Contractor will not discriminate against any employee or applicant for 
employment because of race, religion, color, sex, national origin, age, disability or other 
basis prohibited by state law relating to discrimination in employment, except where there is a 
bona fide occupational qualification reasonably necessary to the normal operation of the 
Contractor.  The Contractor agrees to post in conspicuous places, available to employees and 
applicants for employment, notices setting forth the provisions of this non-discrimination clause. 

 
2. The Contractor, in all solicitations or advertisements for employees placed by or 
on behalf of the Contractor, will state that such Contractor is an equal opportunity 
employer. 
 
3. Notices, advertisements and solicitations placed in accordance with federal law, 
rule or regulation shall be deemed sufficient for the purpose of meeting the requirements 
of this section. 
 
4. The Contractor will include the provisions of the foregoing paragraphs 1, 2 and 3 
in every subcontract or purchase order of over $10,000, so that the provisions will be 
binding upon each subcontractor or vendor. 
 
Contractual Claims: SEC. 2.2-4363 Virginia Public Procurement Act: 
 
Contractual claims, whether for money or other relief, shall be submitted in writing to the 
City Manager with copy to the Purchasing Agent, no later than sixty days after final 
payment; however, written notice of the contractor's intention to file such claim shall 
have been given within ten days of the occurrence of the event giving rise to the claim or 
the beginning of the work upon which the claim is based.  Nothing herein shall preclude a 
contract from requiring submission of an invoice for final payment within a certain time 
after completion and acceptance of the work or acceptance of the goods.  Pendency of 
claims shall not delay payment of amounts agreed due in the final payment. The decision 
of the City Manager on the claim shall be final unless appealed to the Lynchburg Circuit 
Court as provided by law. 
 
Administrative Appeals Procedures:  
   
In accordance with Sec 18-159 of the Lynchburg Code and Sec.2.2-4365 Code of 
Virginia, any bidder or offeror may protest a decision to award or an award, appeal a 
decision to refuse to allow withdrawal of bids, appeal a decision of disqualification, 
debarment or a determination of non-responsibility, or appeal a decision on disputes 
arising during the performance of a contract.  

 
Any protest or appeal pursuant to this section shall be in accordance with such 
administrative procedures as the City Manager may prescribe.  
 
Any bidder, offeror or contractor shall submit a written protest or letter of appeal to the 
City Manager with a copy to the Purchasing Agent, within the time constraints as set 
forth in sec. 2.2-4365 of the Code of Virginia. The written protest or appeal shall include 
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the basis for the protest or appeal and the relief sought, and whether the bidder or offeror 
wishes to have a hearing with respect to the protest or appeal.  
 
If no hearing is requested, the City Manager or the Purchasing Agent shall render a 
written decision to the bidder or offeror within ten (10) days of receipt of the written 
protest or letter of appeal. 
 
If a hearing is requested, it shall be held within (10) days of receipt of the written protest 
or letter of appeal, and a final decision shall be rendered within ten (10) days of the 
hearing. During the hearing, the protesting party shall have the opportunity to present 
pertinent information and to cross-examine adverse witnesses. The hearing shall be an 
informal administrative proceeding rather than a judicial-type trial, and a disinterested 
person, other than a City employee, appointed by the City Manager, will conduct it.  
 
The findings of fact shall be final and conclusive and shall not be set aside unless the 
same are fraudulent or arbitrary or capricious, or so grossly erroneous as to imply bad 
faith. No determination on an issue of law shall be final if appropriate legal action is 
instituted in a timely matter.  
 
Any party to the administrative procedure shall be entitled to institute judicial review if 
such action is brought within thirty (30) days of receipt of the written decision. 
 
Drugs & Alcohol   SEC. 2.2-4312- Virginia Public Procurement Act -   Drug Free 
Workplace:  
 
During the performance of this contract, the contractor agrees to (i) provide a drug-free 
workplace for the contractor’s employees; (ii) post in conspicuous places, available to 
employees and applicants for employment, a statement notifying employees that the 
unlawful manufacture, sale, distribution, dispensation, possession, or use of a controlled 
substance or marijuana is prohibited in the contractor’s workplace and specifying the 
actions that will betaken against employees for violations of such prohibition; (iii) state in 
all solicitations or advertisements for employees placed by or on behalf of the contractor 
that the contractor maintains a drug-free workplace; and (iv) include the provisions of the 
foregoing clauses in every subcontract or purchase order of over $10,000, so that the 
provisions will be binding upon each subcontractor or vendor. 
 
Successful firm shall not use, possess, manufacture, or distribute alcohol or illegal drugs during 
the performance of the contract or while on City premises or distribute same to City 
employees.  
 
Successful firm understands that a violation of these prohibitions constitutes a breach of 
the contract and that the City may cancel the contract for breach. 
 
For the purpose of this section, “drug-free workplace” means a site for the performance 
of work done in connection with a specific contract awarded to a contractor. The 
employees whom are prohibited from engaging in the unlawful manufacture, sale, 
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distribution, dispensation, possession or use of any controlled substance or marijuana 
during the performance of the contract. 
 
Governing Law and Policy:  
 
This contract shall be governed by and construed in accordance with the laws of the 
Commonwealth of Virginia and the Lynchburg Public Procurement Ordinance. The 
successful Contractor submits itself to the jurisdiction of a Court of competent 
jurisdiction in the City of Lynchburg, Virginia and such Courts shall be the appropriate 
forums.  
 
Indemnification: 
  
To the fullest extent permitted by law, the Contractor, for itself, heirs, representatives, 
successors and assigns agrees to save, defend, keep harmless and indemnify the City and 
all of its officials, agents and employees (collectively, the "City") from and against any 
and all claims, loss, damage, injury, costs (including court costs and attorney's fees), 
charges, liability or exposure, however caused, resulting from, arising out of or in any 
way connected with the Contractor's performance (or nonperformance) of the agreement 
terms or its obligations under this agreement. 
 
 Insurance - Attachment B 
 
The Contractor shall be required to maintain in force such insurance, in amounts 
acceptable to the City, as will protect himself and the City from claims which may arise 
out of or result from the execution of the work, whether such execution be by himself, his 
employees, agents, subcontractors or by anyone for whose acts any of them may be 
liable.  This coverage should include, at a minimum, Worker's Compensation, General 
Liability (including premises/operations, independent contractors, products and 
completed operations, contractual liability and personal injury liability) and Automobile 
Liability.  All insurance shall be provided by companies authorized to conduct business 
in the Commonwealth.  The Contractor shall furnish the City with an original Certificate 
of Insurance upon request.  The Certificate should name the City as additional insured.  
The Contractor shall notify the City at least 30 days prior to policy cancellation, non-
renewal or reduction of coverage.   ATTACHMENT 1 
State Corporation Commission (SCC) Registration 
 
M.     Non-Disc. Attachment C: 
 
The attached Certification of Non-Discrimination and Anti-Collusion Statement are to be 
signed and returned as part of the contract. 
 
N.   Taxes: 
 
The bidder shall submit appropriate documentation to certify that all applicable taxes ( 
real estate, business license, personal property, etc.,) have been filed, are paid fully up to 
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date, and will remain paid on a timely basis through the life of any such procurement 
relationship with the City. 
 
O. Force Majeure: 
 
Neither party shall be responsible for delays in the timely completion of the Services 
caused by any bona fide strike, riot, fires, sabotage, terrorist acts, or acts of God or any 
other delays deemed by the City to be clearly and unequivocally beyond the Successful 
firm’s control.  The Successful firm shall notify the City in writing as soon as the success 
firm knows, or should reasonably know that such an event will delay completion of the 
Services. Said notification shall include proof required by the City to evaluate any request 
by the successful firm for relief.   The City’s decision regarding whether or not the 
successful firm is entitled to such relief will be final and binding on both parties.  The 
successful firm is not entitled to damages, compensation, or reimbursement from losses 
incurred from any such event. 
 
P. Payment and Invoice Processing:  
 
Invoice processing is to be in strict accordance with the rules and regulations set forth by 
the City’s Financial Services Division, and The Virginia Public Procurement Act, Section 
2.2-4352, requiring payment of invoices within 30 days of receipt of a proper invoice.  
Payment will not be made until proper itemized invoice, detailing the work performed, is 
received from the Contractor.  No promise or commitments on the part of any employee 
of the City shall bind the City to any other terms and conditions other than those set forth 
in procedures issued by the Financial Services Division. 
 
Invoices shall be submitted to: City of Lynchburg, Police Department, 905 Court Street, 
Lynchburg, Va., and Attention: Sharon Sanchez  
 
Q.   Independent Contractor:  
 
No relationship of employer and employee is created by this or any other subsequent 
contract.  In the performance of its work and duties, Contractor is at all times acting and 
performing as an independent Contractor in the practice of its profession.  The City shall 
neither have nor exercise control or direction over the methods by which successful firm 
performs services pursuant to a Contract.  Successful firm (including without limitation, 
its officers, shareholders, subcontractors, and employees) has no claim under any 
resultant Contract or otherwise against the City for social security benefits, workers 
compensation benefits, unemployment benefits, vacation pay, sick leave, or any other 
benefit of any kind. 
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R.    Permitted Contracts With Certain Religious Organizations; Purpose; 
Limitations Sec. 2.2-4343.1 Virginia Public Procurement Act. 
 
It is the intent of the General Assembly, in accordance with the Personal Responsibility 
and Work Opportunity Reconciliation Act of 1996, P.L. 104-193, to authorize public 
bodies to enter into contracts with faith-based organizations for the purposes described 
in this section on the same basis as any other nongovernmental source without 
impairing the religious character of such organization, and without diminishing the 
religious freedom of the beneficiaries of assistance provided under this section. 

(B) For the purposes of this section, “faith-based organization” means a religious 
organization that is or applies to be a contractor to provide goods or services for 
programs funded by the block grant provided pursuant to the Personal 
Responsibility and Work Opportunity Reconciliation Act of 1996, P.L. 104-193.  

 
 
 
 
 



Officers Uniforms

Items Manufacturer & Part # Projected QTY UNIT PR. TOTAL AVAILABILITY
BDU Navy Blue Long Sleeve Shirt Propper 230DNVY 25   
BDU Navy Blue Trousers Propper 400DNVY 25  

   
Black Gore-Tex Duty Jacket Flying Cross  #78141 10   
Accessories - Reflective Pocket Tabs Flying Cross 10   
Accessories Reflective Zippered "POLICE" Panel Flying Cross 10  
Oversized Black Gore-Tex Duty Jacket Flying Cross 3  

Dress Jacket - Single-Breasted Dress Coat Flying Cross 2

Leather Motorcylce Jacket Taylor's Leatherwear 1

Rain Coat Blauer - 26990 10

White Deputy Long Sleeve Shirt Flying Cross #519WP 2
White Deputy Short Sleeve Shirt Flying Cross #659WP 2

Dark Navy Neckties 50

Grey Long Sleeve Shirt Flying Cross - 33W7881Z 10
Grey Short Sleeve Shirt Flying Cross - 85R7881Z 10

Light Blue Long Sleeve Shirt Flying Cross - #35W7845 15
Light Blue Long Sleeve Shirt - Oversized Flying Cross - #35W7845 5

Light Blue Short Sleeve Shirt Flying Cross - #85R98445 15
Light Blue Short Sleeve Shirt -Oversized Flying Cross - #85R98445 5

Navy Blue Trousers with sewn in Black Stripe - Men's Flying Cross - #43200 150

Navy Blue Trousers with sewn in Black Stripe- Women's Flying Cross - # 43250 35

Navy Blue Long Sleeve Shirt - Men's Flying Cross - #07W8786 150
Navy Blue Long Sleeve Shirt- Oversized Flying Cross - #07W8786 10



Navy Blue Short Sleeve Shirt- Men's Flying Cross - #57R8786 150
Navy Blue Short Sleeve Shirt - Oversized Flying Cross - #57R8786 10

Navy Blue Long Sleeve Shirt - Women's Flying Cross - # 107W8786 40

Navy Blue Short Sleeve Shirt- Women's Flying Cross - # 157R876 40

Alterations for Sewing Changes to Uniform
Trouser - Light Blue Striped 5
Dress Coat Sleeve Stipes - Two Rows 2

Adding Shoulder Patches to every shirt ordered

Adding Subdudeued Badge Patch to every BDU Shirt

Patches
Black And Gold Shoulder Patches 5000.00
K-9 Patch 50.00
Subdued Badge Patch 200.00
Black And Gold Badge Patches 50.00
Tactical Unit Patches 100.00
Subdued Shoulder Patch 200.00
Motor Carrier Unit 100.00

TOTAL





CITY OF LYNCHBURG, VIRGINIA 
OFFICE OF RISK MANAGEMENT 

INSURANCE REQUIREMENTS 
 
A.  Contractor's Insurance 
1. During the term of this Contract, the Contractor shall procure and maintain insurance 
coverage with insurance companies rated by A.M. Best Company as A-VIII or better.  The 
company (ies) shall be authorized to do business under the laws of the Commonwealth of Virginia 
and be acceptable to the City of Lynchburg and shall provide the following minimum types of 
insurance:  
a. Commercial General Liability Insurance -  This will cover claims for Bodily Injury, Property 
Damage, Personal and Advertising Injury, Products and Completed Operations, which my arise 
from operations under the Contract, whether such operations be performed by the Contractor or 
by any Subcontractor or Independent Contractor, or by anyone directly or indirectly employed by 
any of them.  Such insurance shall include coverage's "X", "C" and "U" for explosion, collapse of 
other structures and underground utilities, as well as Contractual Liability Insurance covering the 
requirements outlined in the General Conditions.  This insurance shall name the City, the City 
Council and its employees as additional insured by endorsement to the Commercial General 
Liability policy.  Such policy shall not have a restriction on the limits of coverage provided to the 
City of Lynchburg as an additional insured.  The city of Lynchburg shall be entitled to protection 
up to the full limits of the Contractor's policy regardless of the minimum requirements specified in 
this contract.  If endorsements to the Commercial General Liability insurance policies cannot be 
made, then separate policies providing such protection shall be purchased by the Contractor.  
1.  The Policy shall have the following minimum limits: 

• $1,000,000 Each Occurrence Limit 
• $1,000,000 General Aggregate Limit 
• $1,000,000 Personal and Advertising Injury Limit  
• $1.000,000 Products and Completed Operations Aggregate Limit 
• $5,000 Medical Expense Limit 

This insurance shall include the following provisions and/or endorsements: 
1) The General Aggregate limit shall apply on a "per project" and on a "per location" basis; 
2) Coverage shall apply to all liability arising from all premises and operations conducted by 
the Contractor,  subcontractors and independent contractors; 
3) The Contractor agrees that liability arising from Products and Completed Operations will 
be covered.  Such liability coverage will be maintained for two years after completion of the Work 
4) The Contractor shall require each of his Subcontractors to procure and maintain 
Commercial General Liability Insurance of the type specified in this document in the minimum 
amounts required by the City and the Contractor, during the term of this subcontract. 
 
b. Worker's Compensation and Employer's Liability Insurance for the Contractor's 
employees engaged in the Work under this Contract, in accordance with the Statutory 
requirements of the Commonwealth of Virginia. The Contractor shall require each of his 
Subcontractors to provide Worker's Compensation and Employer's Liability Insurance for all of 
the Subcontractor's employees engaged on such subcontracts.  If any class of employees 
engaged on work under the Contract is not protected under the Worker's Compensation statute, 
the Contractor shall provide similar protection for these employees in amounts not less than the 
legal requirements.  The amount of Employer's Liability Insurance for the Contractor and each of 
his Subcontractors shall not be less than: 
 

• $100,000 per employee for Bodily Injury 
• $100,000 per employee for disease 
• $500,000 per policy for disease 

The Worker's Compensation and Employer's Liability Insurance policy shall include an "all states" 
or "other states" endorsement. 
                                                                                                        



c. Commercial Automobile Liability Insurance, including coverage for owned, hired, non 
owned and borrowed vehicles used in the work with minimum limits of $1,000,000 Combined 
Single Limit per occurrence.  This insurance shall name the City, the City Council and its 
employees as additional insured's by endorsement to the Commercial Automobile Liability 
policy. Such policy shall not have a restriction on the limits of coverage provided to the City of 
Lynchburg as an additional insured.  The City of Lynchburg shall be entitled to protection up to 
the full limits of the Contractor's policy regardless of the minimum requirements specified in this 
contract.  
ci. Umbrella Liability or Excess Liability Insurance with the following minimum limits of: 
 $5,000,000 Each Occurrence  
 $5,000,000 Annual Aggregate 
 The following policies shall be endorsed as underlying policies: 
 Commercial General Liability 
 Commercial Automobile Liability 
 Employers Liability 
This insurance shall name the City, the City Council and its employees as additional insured's by 
endorsement to the Umbrella or Excess Liability policy.  Such policy shall not have a restriction 
on the limits of coverage provided to the City of Lynchburg as an additional insured.  The City of 
Lynchburg shall be entitled to protection up to the full limits of the Contractor's policy regardless 
of the minimum requirements specified in this Contract. 
2. Proof of insurance for each type of coverage listed herein shall be provided within 10 
Days after issuance of the Award Letter for the Contract, and no work shall process unless all 
such insurance is in effect.  The Contractor shall not allow any Subcontractor to commence work 
on his subcontract until all such insurance of the Subcontractor has been so obtained and 
approved by the Contractor and found to be in accordance with the requirements set forth herein.  
The Contractor certifies by commencement of the Work that his insurance and that of the 
Subcontractors is in effect and meets the requirements set forth herein. 
3. The Contractor shall purchase and maintain required liability and all other insurance as is 
appropriate for the Work being performed and furnished.  The insurance shall provide protection 
from claims which may arise out of or result from Contractor's performance and furnishing of the 
Work and Contractors other obligations under the Contract Documents, whether it is to be 
performed or furnished by Contractor, any Subcontractor or Supplier, or by anyone directly or 
indirectly employed by any of them to perform or furnish any of the Work, or by anyone for whose 
acts any of them may be liable: 
a. claims under Worker's Compensation, Employers Liability, disability benefits, and other 
similar employee benefit acts; 
b. claims for damage because of bodily injury, sickness or disease, or death of any person 
other than Contractor's employees; 
c. claims for damages because of bodily injury, sickness or disease, or death of any person 
other than Contractor's employees. 
d. claims for damages insured by personal injury liability coverage which are sustained: (1) 
by any person as a result of an offense directly or indirectly related to the employment of such 
person by Contractor; or (2) by  any other person for any other reason; 
e. claims for damages, other than the Work itself, because of injury t or destruction of 
tangible property wherever located, including loss of use resulting there from; and 
f. claims for damages because of bodily injury or death of any person or property damage 
arising out of the ownership, maintenance or use of any motor vehicle.  
4. The insurance required to be purchased and maintained by the Contractor shall: 
 a.  include completed operations insurance; 
 b. with respect to any other insurance coverage written on a claims-made basis, 
remain in effect for at least 2 years after final payment (and Contractor shall furnish the City and 
Engineer evidence satisfactory to the City of continuation of such insurance at final payment and 
1 year thereafter); 
 c. Contains a cross liability or severability of interest clause or endorsement.  
Insurance covering the specified additional insured's shall be primary insurance, and all other 
insurance carried by the additional insured shall be excess insurance.  



 
B. All of the aforesaid insurance policies must be endorsed to provide that the insurance 
company shall give 30 days written notice to the City if the policies are to be terminated or if 
any changes are made during the Contract period which will affect in any way the insurance 
requirements required in this Contract.  Before starting the Work, the Contractor shall provide the 
City with a copy of each policy which he and each of his Subcontractors shall carry in accordance 
herewith, together with receipted bills evidencing proof of premium payment.  These policies shall 
contain endorsements to the policies naming the City of Lynchburg as an additional insured as 
required. 
C. Nothing contained herein shall effect, or shall be deemed to affect, a waiver of the City's 
sovereign immunity under law.  
 



Give form to the
requester. Do not
send to the IRS.

Form W-9 Request for Taxpayer
Identification Number and Certification(Rev. January 2002)

Department of the Treasury
Internal Revenue Service

Name

List account number(s) here (optional)

Address (number, street, and apt. or suite no.)

City, state, and ZIP code
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2.

Taxpayer Identification Number (TIN)

Enter your TIN in the appropriate box. For individuals, this is your social security number (SSN).
However, for a resident alien, sole proprietor, or disregarded entity, see the Part I instructions on
page 2. For other entities, it is your employer identification number (EIN). If you do not have a number,
see How to get a TIN on page 2.

Social security number

––
or

Requester’s name and address (optional)

Employer identification numberNote: If the account is in more than one name, see the chart on page 2 for guidelines on whose number
to enter. –

Certification

1. The number shown on this form is my correct taxpayer identification number (or I am waiting for a number to be issued to me), and

I am not subject to backup withholding because: (a) I am exempt from backup withholding, or (b) I have not been notified by the Internal
Revenue Service (IRS) that I am subject to backup withholding as a result of a failure to report all interest or dividends, or (c) the IRS has
notified me that I am no longer subject to backup withholding, and

2.

Certification instructions. You must cross out item 2 above if you have been notified by the IRS that you are currently subject to backup
withholding because you have failed to report all interest and dividends on your tax return. For real estate transactions, item 2 does not apply.
For mortgage interest paid, acquisition or abandonment of secured property, cancellation of debt, contributions to an individual retirement
arrangement (IRA), and generally, payments other than interest and dividends, you are not required to sign the Certification, but you must
provide your correct TIN. (See the instructions on page 2.)

Sign
Here

Signature of
U.S. person � Date �

3. The IRS tells the requester that you
furnished an incorrect TIN, or

4. The IRS tells you that you are subject to
backup withholding because you did not report
all your interest and dividends on your tax return
(for reportable interest and dividends only), or

Purpose of Form 5. You do not certify to the requester that you
are not subject to backup withholding under 4
above (for reportable interest and dividend
accounts opened after 1983 only).

2. You do not certify your TIN when required
(see the Part II instructions on page 2 for
details), or

Note: If a requester gives you a form other than
Form W-9 to request your TIN, you must use the
requester’s form if it is substantially similar to this
Form W-9.

You will not be subject to backup withholding
on payments you receive if you give the
requester your correct TIN, make the proper
certifications, and report all your taxable interest
and dividends on your tax return.

1. You do not furnish your TIN to the
requester, or

Form W-9 (Rev. 1-2002)

Part I

Part II

Business name, if different from above

Cat. No. 10231X

Certain payees and payments are exempt
from backup withholding. See the instructions on
page 2 and the separate Instructions for the
Requester of Form W-9.

Check appropriate box:

Under penalties of perjury, I certify that:

Use Form W-9 only if you are a U.S. person
(including a resident alien), to give your correct
TIN to the person requesting it (the requester)
and, when applicable, to:

1. Certify the TIN you are giving is correct (or
you are waiting for a number to be issued),

2. Certify you are not subject to backup
withholding, or

3. Claim exemption from backup withholding if
you are a U.S. exempt payee.

Civil penalty for false information with respect
to withholding. If you make a false statement
with no reasonable basis that results in no
backup withholding, you are subject to a $500
penalty.

Criminal penalty for falsifying information.
Willfully falsifying certifications or affirmations
may subject you to criminal penalties including
fines and/or imprisonment.

Penalties
Failure to furnish TIN. If you fail to furnish your
correct TIN to a requester, you are subject to a
penalty of $50 for each such failure unless your
failure is due to reasonable cause and not to
willful neglect.

Misuse of TINs. If the requester discloses or
uses TINs in violation of Federal law, the
requester may be subject to civil and criminal
penalties.

If you are a foreign person, use the
appropriate Form W-8. See Pub. 515,
Withholding of Tax on Nonresident Aliens and
Foreign Entities.

3. I am a U.S. person (including a U.S. resident alien).

What is backup withholding? Persons making
certain payments to you must under certain
conditions withhold and pay to the IRS 30% of
such payments after December 31, 2001 (29%
after December 31, 2003). This is called “backup
withholding.” Payments that may be subject to
backup withholding include interest, dividends,
broker and barter exchange transactions, rents,
royalties, nonemployee pay, and certain
payments from fishing boat operators. Real
estate transactions are not subject to backup
withholding.

A person who is required to file an information
return with the IRS must get your correct
taxpayer identification number (TIN) to report, for
example, income paid to you, real estate
transactions, mortgage interest you paid,
acquisition or abandonment of secured property,
cancellation of debt, or contributions you made
to an IRA.

Payments you receive will be subject to
backup withholding if:

Individual/
Sole proprietor Corporation Partnership Other �

Exempt from backup
withholding



Form W-9 (Rev. 1-2002) Page 2

What Name and Number To
Give the Requester

Give name and SSN of:For this type of account:

The individual1. Individual
The actual owner of the
account or, if combined
funds, the first individual
on the account 1

2. Two or more
individuals (joint
account)

The minor 23. Custodian account of
a minor (Uniform Gift
to Minors Act)

The grantor-trustee 14. a. The usual
revocable savings
trust (grantor is
also trustee)

1. Interest, dividend, and barter
exchange accounts opened before 1984
and broker accounts considered active
during 1983. You must give your correct TIN,
but you do not have to sign the certification.

The actual owner 1b. So-called trust
account that is not
a legal or valid trust
under state law

2. Interest, dividend, broker, and barter
exchange accounts opened after 1983 and
broker accounts considered inactive during
1983. You must sign the certification or
backup withholding will apply. If you are
subject to backup withholding and you are
merely providing your correct TIN to the
requester, you must cross out item 2 in the
certification before signing the form.

The owner 35. Sole proprietorship

Give name and EIN of:For this type of account:

3. Real estate transactions. You must
sign the certification. You may cross out
item 2 of the certification.

A valid trust, estate, or
pension trust

6.
Legal entity 4

4. Other payments. You must give your
correct TIN, but you do not have to sign the
certification unless you have been notified
that you have previously given an incorrect
TIN. “Other payments” include payments
made in the course of the requester’s trade
or business for rents, royalties, goods (other
than bills for merchandise), medical and
health care services (including payments to
corporations), payments to a nonemployee for
services, payments to certain fishing boat
crew members and fishermen, and gross
proceeds paid to attorneys (including
payments to corporations).

The corporationCorporate

7.

The organizationAssociation, club,
religious, charitable,
educational, or other
tax-exempt
organization

8.

5. Mortgage interest paid by you,
acquisition or abandonment of secured
property, cancellation of debt, qualified
tuition program payments (under section
529), IRA or Archer MSA contributions or
distributions, and pension distributions.
You must give your correct TIN, but you do
not have to sign the certification.

The partnershipPartnership

9.

The broker or nomineeA broker or registered
nominee

10.

The public entityAccount with the
Department of
Agriculture in the name
of a public entity (such
as a state or local
government, school
district, or prison) that
receives agricultural
program payments

11.

Privacy Act Notice

1 List first and circle the name of the person whose
number you furnish. If only one person on a joint
account has an SSN, that person’s number must be
furnished.
2 Circle the minor’s name and furnish the minor’s SSN.
3 You must show your individual name, but you may
also enter your business or “DBA” name. You may use
either your SSN or EIN (if you have one).
4 List first and circle the name of the legal trust, estate,
or pension trust. (Do not furnish the TIN of the personal
representative or trustee unless the legal entity itself is
not designated in the account title.)

Note: If no name is circled when more than
one name is listed, the number will be
considered to be that of the first name listed.

Sole proprietor. Enter your individual
name as shown on your social security card
on the “Name” line. You may enter your
business, trade, or “doing business as (DBA)”
name on the “Business name” line.
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Note: Writing “Applied For” means that you
have already applied for a TIN or that you
intend to apply for one soon.

Part I—Taxpayer Identification
Number (TIN)
Enter your TIN in the appropriate box.

Part II—Certification

For a joint account, only the person whose
TIN is shown in Part I should sign (when
required). Exempt recipients, see Exempt
from backup withholding above.

Other entities. Enter your business name
as shown on required Federal tax documents
on the “Name” line. This name should match
the name shown on the charter or other legal
document creating the entity. You may enter
any business, trade, or DBA name on the
“Business name” line.

How to get a TIN. If you do not have a TIN,
apply for one immediately. To apply for an
SSN, get Form SS-5, Application for a Social
Security Card, from your local Social Security
Administration office. Get Form W-7,

Application for IRS Individual Taxpayer
Identification Number, to apply for an ITIN, or
Form SS-4, Application for Employer
Identification Number, to apply for an EIN.
You can get Forms W-7 and SS-4 from the
IRS by calling 1-800-TAX-FORM
(1-800-829-3676) or from the IRS Web Site at
www.irs.gov.

If you are asked to complete Form W-9 but
do not have a TIN, write “Applied For” in the
space for the TIN, sign and date the form,
and give it to the requester. For interest and
dividend payments, and certain payments
made with respect to readily tradable
instruments, generally you will have 60 days
to get a TIN and give it to the requester
before you are subject to backup withholding
on payments. The 60-day rule does not apply
to other types of payments. You will be
subject to backup withholding on all such
payments until you provide your TIN to the
requester.

If the account is in joint names, list first and
then circle the name of the person or entity
whose number you enter in Part I of the form.

If you are a sole proprietor and you have
an EIN, you may enter either your SSN or
EIN. However, the IRS prefers that you use
your SSN.

You must provide your TIN whether or not
you are required to file a tax return. Payers
must generally withhold 30% of taxable
interest, dividend, and certain other payments
to a payee who does not give a TIN to a
payer. Certain penalties may also apply.

 

If you are a resident alien and you do not
have and are not eligible to get an SSN, your
TIN is your IRS individual taxpayer
identification number (ITIN). Enter it in the
social security number box. If you do not
have an ITIN, see How to get a TIN below.

If you are an LLC that is disregarded as
an entity separate from its owner (see
Limited liability company (LLC) above), and
are owned by an individual, enter your SSN
(or “pre-LLC” EIN, if desired). If the owner of
a disregarded LLC is a corporation,
partnership, etc., enter the owner’s EIN.

Limited liability company (LLC). If you are
a single-member LLC (including a foreign LLC
with a domestic owner) that is disregarded as
an entity separate from its owner under
Treasury regulations section 301.7701-3,
enter the owner’s name on the “Name”
line. Enter the LLC’s name on the “Business
name” line. Caution: A disregarded domestic entity that

has a foreign owner must use the appropriate
Form W-8.

To establish to the withholding agent that you
are a U.S. person, or resident alien, sign Form
W-9. You may be requested to sign by the
withholding agent even if items 1, 3, and 5
below indicate otherwise.

Section 6109 of the Internal Revenue Code
requires you to give your correct TIN to
persons who must file information returns
with the IRS to report interest, dividends, and
certain other income paid to you, mortgage
interest you paid, the acquisition or
abandonment of secured property,
cancellation of debt, or contributions you
made to an IRA or Archer MSA. The IRS uses
the numbers for identification purposes and
to help verify the accuracy of your tax return.
The IRS may also provide this information to
the Department of Justice for civil and
criminal litigation, and to cities, states, and
the District of Columbia to carry out their tax
laws.

Note: See the chart on this page for further
clarification of name and TIN combinations.

Specific Instructions
Name. If you are an individual, you must
generally enter the name shown on your
social security card. However, if you have
changed your last name, for instance, due to
marriage without informing the Social Security
Administration of the name change, enter
your first name, the last name shown on your
social security card, and your new last name.

Exempt from backup withholding. If you
are exempt, enter your name as described
above, then check the “Exempt from backup
withholding” box in the line following the
business name, sign and date the form.

Individuals (including sole proprietors) are
not exempt from backup withholding.
Corporations are exempt from backup
withholding for certain payments, such as
interest and dividends. For more information
on exempt payees, see the Instructions for
the Requester of Form W-9.

If you are a nonresident alien or a foreign
entity not subject to backup withholding, give
the requester the appropriate completed
Form W-8.
Note: If you are exempt from backup
withholding, you should still complete this
form to avoid possible erroneous backup
withholding.

Signature requirements. Complete the
certification as indicated in 1 through 5
below.


	Police Dept Uniform Bid Sheet.pdf
	Sheet1




